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INSTALATION OF THE 


YOUR CRICKET HOUSE KEYBOARD 
COMES FULLY WIRED AND TESTED. 
IT IS READY TO INSTALL. IT 
EomMES WITH THREE ONE-KEY SHIFTED 
FUNCTIONS. ; 

1. DELETE IS ON THE += KEY. 

xT TO THE ZERa. 

2 DIT IS ON THE CTRL KEY. 

Tt OF THE SPACE-BAR. 

3 CTION IS ON THE FCTN 


THE RIGHT OF THE 


FEATURES € SHIFT-LOCK 
HA LOCK KEY. TWO 
KEYS, @ SPACE BAR. AND 

A SET OF PLASTIC-LAMINATED SELF 
SIVE KEY OVERLAYS TO LABEL 
R KEYBOARD IN A FAMILIAR 
TONAL WAY. 
TALL THIS KEYBOARD YGQU 
THE FOLLOWING TOOLS: 
fEVEN A NAIL FILE 


S€/428 SOLCER. 18 GAUGE. 
SOLDERING PASTE. 
MBER 1 PHILLIPS HEAD 


* WIRE STRIPPER I5 USEFULL 
BUT OPTIONAL IF YoU CAN STRIP 
SMALL WIRES BY HAND. 

7. A_PAIR SCISSORS. 

IF yOu DO NOT ALREADY HAVE 
THESE T@OLS, THEY MAY BE 
PURCHASED INEXPENSIVELY AT RADIO 

ack. 


E THE PQUER CABLE. THE 
t AND MICROPHONE CABLES, 
1E TY. CABLE, AND ANYTHING 
FROM THE EDGE CONNECTER ON THE 
BACK OF THE COMPUTER. 


= USING THE PHILIPS 
SCREWORIVER,. REMOVE THE FIVE 
SCREWS HOLDING ON THE BOTTOM OF 
THE CASE AND REMOVE IT. THREE 
OF THESE SCREWS ARE HIDDEN UNDER 
THE RUBBER FEET. ‘YOU SHOULD NOW 
SEE THE UNDER SIDE OF THE 
CIRCUIT BOARC. IT SHOULD LOOK 
LIKE Fic. 1. 


PACKED WITH YOUR 
°C IS A RIBBON CABLE WITH 
[TOR ON ONE END. 
THE WIRES ON THE BRRE 
! OF THE CABLE TO A DEPTH OF 
ABOUT ONE INCH. STRIP THE 
INSULATION OFF OF THE LAST 1716 
INCH OF THE WIRES. APPLY 
SOLDERING PASTE TO THE BARE WIRE 
ENDS AND THEN APPLY A SMALL 
AMOUNT OF SOLDER TO ERCH. 


Weegee REFER TO FIGURE 1. To 
FING THE CONNECTION FOR KBD@. 
YOUR RIBBON CABLE HAS A RED IRE 
ON ONE SIDE. CER THIS WIRE 
TO THE KBDL@ CONNECTION. THEN 
SGLOCER THE NE> FOUR WIRES, IN 
ORDER, TO THE REMAINING KBD 
CONNECTIONS. BE CAREFUL NOT TO 
CROSS ANY OF THE WIRES. 

NOW GIVE THE SOLDERED KBD 


i 


WIRES A HALF THIST. SOLDER THE 
NEXT WIRE (THE ONE NEXT TO KBD4} 
TO Di THEN, BEING CAREFUL NOT 
TO CROSS ANY _ OF THEM, SOLDER THE 
REMAINING WIRES,IN ORDER, TO THE 
CONNECTIONS Be TO Dé. IT SHOULD 
LOOK LIKE FIG.2. 


-a= CHECK THE SOLDERING TO 
BE SURE THAT THERE ARE NO 
WHISKERS OR BRIOGES THAT MIGHT 
SHORT CIRCUIT YOUR WORK. FIX 
ANY THAT YOU FIND. 

THE RIBBON CABLE HAS A RED 
WIRE ON ONE SIDE (tkKBD@). THE 
KEYBOARD CONNECTOR HAS A RED COT 
ON IT. BE SURE TO LINE UP THE 
RED WIRE AND THE RED DOT WHEN 
CONNECTING THEM. ALSO, BEFORE 
TRYING YOUR KEYBOARD. BE SURE 
THAT THE ALPHA LOCK (SHIFT LOCK) 
IS NOT DEPRESSED. SFI 23:. TRE 
KEYBOARD WILL ONLY SHOU SHIFTED 
CHARACTERS; I.E. “" INSTEAD OF @. 

NEXT CONNECT THE KEYBOARD. 
T.U. CABLE, AND POWER UP THE 
COMPUTER; IN THAT ORDER. NOU 
TEST THE KEYBOARD. IF ALL KEYS 
WORK AS THEY SHOULD AND THE 
SHIFTED FUNCTIONS WORK THEN YOU 
SHOULD GO ON TO STEP 6. 

IF If GOES NOT WORK AT ALL, 
YOU HAVE A SHORT. 


EVE HING ELSE. THE 
SHORT AND FIX IT. THEN GO BACK 
TO THE START OF STEP 4. AND TRY 
IT AGAIN. 

IF S50ME OF THE KEYS HAVE 
IMPROPER RESPONSES, YOU HAVE 
CROSSE TIRES. 


EVE! HING ELSE. TRACE AND FIX 
THE CROSSED WIRES. GO BACK TO 
THE START OF STEP 4. AND TRY IT 
AGAIN. 

IF ALL OF THE KEYS WORK BUT 
SOME OF THE SHIFTED FUNCTIONS DO 
NOT. THEN THE FAULT IS NOT IN 


THE KEYBOARD. CISCONECT 
& EE AND EVERYTHING 
ELSE. cO TO STEP 5. 


Spe OTHE SHIFTED FUNCTIONS 
CAN BE RESTORED BY ADDING A 
SIGNAL BOOSTER TO THE KBD 

LINES. YOUR PARTICULAR COMPUTER 
HAS TOO YEAK A KEYBOARD SIGNAL 
TO WORK PROPERLY WITHOUT 
STRENGTHENING. 

YOUR KIT HAS A SIGNAL BOOSTER 
INCLUDED IN IT. IT I5 A GROUP 
OF FIVE RESISTORS WITH A TAIL ON 
ONE SIDE. APPLY SOLDERING PASTE 
TO THE ENDS OF THE WIRES AND 
SOLDER THEM TO THE CIRCUIT BOARD 
AS SHOWN IN FIG. 3. THE TAIL 
POINTS TO THE RIGHT AND I5 
SOLDERED TO THE THE BOARD WHERE 
IT IS SHOWN IN FIG. 3. 

NEXT. INSULATE THE BOOSTER BY 
WRAPPING A PIECE OF FREEZER TAPE 
OR MASKING TAPE AROUND IT. THEN 
PUSH IT OVER FLAT AGAINST THE 
CIRCUIT BOARD. 

GO TO STEP 4. 


PORES 


— 


EES SEES = 
THE 7.U, CABLE, AND THE 
KEYBOARD. DO IT IN THAT 

ORDER. THEN, TAKE THE FILE and 
FILE A NOTCH _IN THE SIDE OF THE 
CASE TOP AS SHOWN IN FIG. 4. 
THE NOTCH SHOULD BE ON THE SAME 
SIDE AS THE CABLE CONNECTORS. 
LEAD THE RISBON CABLE OUT 


THROUGH THE NOTCH AND REPLACE 
THE BACK ON THE COMPUTER. 
TIGHTEN THE SCREWS SNUGLY BUT 
NOT VERY TIGHT AS IT_IS EASY_TO 
STRIP THE THREADS. BE SURE THAT 
THE SHORT SCREWS GO TO THE 

» UNDER THE KEYBOARC. 

OU WILL FING THAT THE NEW 
ROD HAS NOT DISCONNECTED 
OLD ONE. 

PUT BACK THE RUBBER FEET 
(RUBBER CEMENT MAY HELP) AND 
THE JOB IS CONE. ‘YOUR NEW 
KEYBOARD IS READY TO USE. 


YOUR {mm Sores 
COMES WITH REPLACEMENT 
GUARANTEE ON THE KEYBOARD ONLY. 
THERE ARE NO OTHER WARRANIES 
OR IMPLIED. WE CANNOT 
OR GUARANTEE ANY VORK 
2ONE BY US. THIS GUARANTEE 
IS FROM THE DATE OF PURCHASE AS 
SHOWN ON YOUR SALES SLIP OR 
INVOICE. 

FOR © REPLACEMENT. SEND THE 
KEYBOARD (CAREFULLY PACKAGED AND 


. POSTAGE PREPAID: Ta: 


GLEN TEN-EYCK 
635 5.U. iSTH, APT.323 
PORTLAND, OR. 37285 


BE SURE TO INCLUDE A COPY OF THE 
INVOICE OR SALES RECIEPT AND A 
SHORT STATEMENT OF THE DEFECT. 
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STEP Is TO MOUNT 

if A PAHEL (YOU DO 
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WIRES A HALF TUIstT. SOLDER THE 
NEXT WIRE (THE ONE NEXT TO KBD4) 


TO O01. THEN, BEING CAREFUL NOT 
TO CROSS ANY OF THEM, SOLDER THE 
REMAINING WIRES, IN ORDER, TO THE 
YOUR CRICKET HOUSE KEYBOARD CONNECTIONS D2 TO 08. IT SHOULD 
COMES FULL: ITRED AND bei ae LOOK LIKE FIG.2. 
It IS READY TO INSTALL. T ~ 
COMES WITH THREE ONE-KEY SHIFTED Sees CHECK THE SOLOERING TO 
FUNCTIONS. BE SURE THAT THERE ARE NO 
i. DELETE IS ON THE += KEY. WHISKERS OR BRIDGES THAT MIGHT 
NEXT TO THE ZERO, ; SHORT CIRCUIT YouR WORK. FIX 
=. EOIT 35 ON THE CTRL KEY, ANY THAT YOU FIND. 
TO THE LEFT OF THE SPACE-BAR. | THE RIBBON CABLE HAS A RED 
=. FUNCTION IS ON THE FCTN WIRE ON ONE $IDE (KBSD@). THE 
REY. TO THE RIGHT OF THE KEY BORRD CONNECTOR HAS A RED DOT 
SPACE-BAR. _ ON IT. BE SURE TO LINE UP THE 
IT ALSO FEATURES A SHIFT-LOCK REC WIRE AND THE RED DOT WHEN 
ON THE ALPHA LOCK KEY. THO CONNECTING THEM. ALSO, BEFORE 
SHIFT KEYS, A SPACE BAR. AND TRYING YOUR KEYBOARD, BE SURE 
A SET OF PLASTIC-LANINATED SELF THAT THE ALPHA LOCK (SHIFT LOCK} 
ADHEASIVE KEY OUERLAYS TO LABEL IS NOT DEPRESSED, IF IT Is. THE 
YOUR YOUR KEYBORRD IN A FAMILIAR REYBOARD WILL ONLY SHOU SHIFTED 
AND PROFESSTONAL WAY. CHARACTERS; I.E. “" INSTEAD OF O. 
TO INSTALL THIS KEYBOARD you HEXT CONNECT THE KEYBOARD, 
WILL NEE THE FOLLOWING TOOLS: T.V. CABLE, AND POWER UP THE 
“yah FILE (EVEN A NAIL FILE COMPUTER; IN THAT ORDER. NOW 
\ TEST THE -EYBOARD. IF ALL KEYS 


RE AS THEY SHOULD AND THE 
SHIFTED FUNCTIONS WORK THEN You 
a-48 SOLDER, 15 S8uG SHOULD GO ON TO STEP 6. 
SOQLGCER 4 IF IT COES NOT WORK AT ALL, 
“OU HAVE A SHORT. 


AND 
EVERYTHING ELSE. TRACE THE 
SHORT AND FIX IT. THEN GO BaACcK 
TO THE START OF STEP 4. AND TRY 
IT AGAIN. 
IF S0ME OF THE KEYS HAVE 


IHPROPER RESPONSES. YoU HAVE 
CROSSED WIRES, 


i ‘ ; a STS Ap 
EVERYTHING ELSE. TRACE AND FIx 
THE CROSSED WIRES. GO BACK Ta 
THE START OF STEP 4. AND TRY IT 
AGAIN. 

POWER CRBLE, THE IF ALL OF THE KEYS WORK BUT 


MICROPHONE CABLES, SOME OF THE SHIFTED FUNCTIONS bo 
E. AND ANYTHING NOT. THEN THE FAULT I5 NOT IN 


SE CONNECTER ON THE THE KEYBOARD, 
COMPUTER. Baie AND EVERYTHING 
ELSE. GO TO STEP 5s. 


THE PHILIPS Por ers] THE SHIFTED FUNCTIONS 
REMOVE THE FIVE CAN BE RESTORED BY ADDING A 
ON THE BOTTOM OF SIGNAL BOOSTER TO THE KBB 
THREE LINES. YOUR PARTICULAR COMPUTER 
RE HIDDEN UNDER HAS TOO WEAK A KEYBOARD SIGNAL 
YOU SHOULD NOW TO WORK PROPERLY UTTHOUT 
THE STRENGTHENING. 
SHOULD LOOK YOUR KIT HAS A SIGNAL BOOSTER 


IHCLUGEO IN IT, IT I5 A sRouP 
OF FIVE RESISTORS WITH A TAIL ON 


H youUR ONE SIDE. APPLY SOLDERING PASTE 
ON CABLE WITH TO THE ENDS OF THE WIRES AND 
ENE. SOLDER THEM TO THE CIRCUIT BOARD 
ON THE BARE AS SHOWN IN FIG. 3. THE TAIL 
Fo & DEPTH oF POINTS TO THE RIGHT AND Ir3 
STOIP THE SOLDERED TO THE THE BOARD UHERE 
a TRE LAST 1/16 IT Is SHOWN In FIG. 2 
. APPLY HEMT. NSULATE THE BOOSTER By 


BARE WIRE WRAPPING A PIECE OF FREEZER TAPE 

SMALL OR MASKING TAFE AROUND IT. THEN 

sa PUSH IT OVER FLAT AGAINST THE 
CIRCUIT BoaRrc, 

To GO TO STEP 4, 


CABLE, AND THE 

GO IT IN THAT 
EN, TAKE THE FILE AND 
4OTCH IN THE SIDE OF THE 
AS IN FIG. 4. 
BE ON THE SANE 
IBLE CONNECTORS. 
4 CABLE out 


THROUGH THE NOTCH AND REPLACE 
THE BACK ON THE COMPUTER, 
TIGHTEN THE SCREUS SNUGLY BUT 
NOT VERY TIGHT AS IT IS EASY TO 
STRIP THE THREADS. BE SURE THAT 
THE SHORT SCREWS Go To THE 
FRONT. UNGER THE REY BOARD. 

YOU WILL FINS THAT THE HEU 
KEYBOARD HAS NOT DISCONNECTED 
THE OLD ONE. ~ 

PUT BACK THE RUBRER reer 
‘RUBBER CEMENT way HELP) AND 
-THE JOB IS Bone, YOUR NEW 
KEYBOARD Is READY TO USE. 


CONTROL OR GUARANTEE ANY WORK 
NOT DONE By Us. THIS GUARANTEE 
IS FROM THE DATE oF PURCHASE AS 
SHOWN ON YOUR SALES SLIP oF 
INVOICE, 

FOR A REPLACEMENT. SEND THE 
REYBOARD (CAREFULLY PACKAGED AND 
POSTAGE PREPAID) To. 


GLEN TEN-EYCK 
635 5.W. ISTH, AP 
PORTLAND. OR, a7e2 


SURE TO INCLUDE A COPY OF THE 
NUOICE OR SALES RECIEPT AND A 
HORT STATEMENT OF THE DEFECT. 


[esd] 
itn ee rpvells 


[eseeoece 


=_—_laee er FT Nees, 
DI KEpg KBDY 


IANDE R. SIDE OF 


=~ Me NY b TAKE Key b Cer rd 


To E 
4p clor 


ae 
002000 00pg nog 
* ae © (2? €2 2 (32 £2 & ; ‘ se . Ant, bee 


# ribbon cable has been 
Omitted 


you CAN EASILY MAKE AN 
ATTRACTIVE MOUNTING FOR YOUR 


R. 

vol ONLY NEED A FEW SHORT PIECES 
OF WOOD, SOME COARSE AND FINE 
SANDE APER:, SOME EPOXY GLUE, AND 

TO BE ACCURATE: 

4.4% 2 10" LONG. 1 PIECE 

=. 4X 3 §-iv2" LONG. 2 PCS. 

3. 7-4/2""X 10" 1 PIECE (MAY 
BE MASONITE. HARDBOARD, OR 
PLYWOOD. } 

4, 5 MINUTE EPOXY 

=: SANDPAPER, 1 SHEET EACH OF 
COARSE AND FINE. 

6. SAW 


PROCEED AS FOLLOWS: ee eae _ 
1. LAY OUT ALL PIECES 
ACCORDING TO THE DRAWINGS. P; 
= USING THE SAU. CUT OUT ALL Cross friece 
THE PIECES. 1x oot M kK ; 
3, SET THE COARSE SANDPAPER a elt 
on A FLAT SURFACE AND USE _IT_1e 
SAND THE TWO SIDE PIECES 50 THAT 


THEY ARE EXACTLY THE SAME. THIS eee 10" ) 
Is EASIEST IF YOU GRIP THEM : 
TOGETHER AND SAND BOTH AT ONCE. z 


‘ ad 7) 
ETHESND ALL THE PIECES WITH * actual size Wx |F% 
THE FINE SANDPAPER. 

3 SING THE EPOXY, GLUE THE 
Tyo SIDE PIECES TO. THE TOP EDGES 
TWO Re BASE AS SHOWN IN THE 
DRAWINGS. 
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ACROSS THE TOP FRONT AS SHOUN. 


S saND THE WHOLE THING WITH be M 34 
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KEYBOARD Oo PLACE, GLU M os 
HEV BonRe IN| PIRST asic cag 
GLUE, SCREWS, : 5 1S NY importants 

1@. PLUG 
KEYBOARD. 
CABLES, AND 


aS 


“Ou WISH. 
COMPUTER PF 


ee sea Pe Toe Leal See | 
6) CRICKET HOUSE 


COPYRIGHT 1985 


NSTRLL THESE KEYTOPS IN A 

SINAL MANNER, A FEW SIMPLE 

SHOULD BE DONE. THEY 

BE CUT APART WITH SHARP 

FC TSSORS. THEY MAY BE CUT SHORT 
ae LONG WAY FIRST (I 

COMMEND THE SHORT WAY). THE’ 

T SE PROPERLY TRIMMED IN 

—& TO FIT THE KEYS NEATLY 

E FIG. 1 FOR RIGHT AND WRONG 
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5. IT IS A GOOD ICEA TA 
THE KEY TOP TO THE FPOINT 
A KNIFE OR PIN FOR EASY 
MANOLING. POSITION THE KEYTOP 
NEATLY AND PRESS COUN. BE 
CAREFUL, AS IT CANNOT BE NOVEL 
ONCE IT I5 IN PLACE. 
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